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SECTION 1: PRODUCT IDETIFICATION AND PHYSICAL DATA 

 

PRODUCT NAME:  CSC Simple Sorb (Oil Absorbent) 

INGREDIENTS:  Modified Cellulose Fibers    

FORMULA:  Proprietary         

 

COMPANY:   Cardon Sales Company, LLC 

ADDRESS:                      213 Cummings Road, Brousssard, LA 70518 

PHONE:   (337)839-1704 

EFFECTIVE DATE:  December 12th, 2014 

 

PHYSICAL DATA: 

BOILING POINT:   Not Applicable   FREEZING POINT:   Not Applicable 

SPECIFIC GRAVITY: 18-25 LB/FT3   VAPOR PRESSURE:  Not Applicable 

VAPOR DENSITY:  Not Applicable   SOLUBILITY IN WATER:  NOT 

 

 

SECTION 2: FIRE AND EXPLOSION DATA 

             

  

FLASH POINT:  Not Applicable   LOWER EXPLOSION LIMIT:  Not Applicable 

  

AUTO IGNITION TEMP: 500°C    UPPER EXPLOSION LIMIT:  Not Applicable 

 

*Dust may cause explosion if ignited. Product can burn, fight fire as you would a paper fire. 

 

SECTION 3: HEALTH AND HAZARD IDENTIFICATION DATA 

             

  

THRESHOLD LIMIT VALUE:   Not Established 

EFFECTS OF OVEREXPOSURE: The product is physiologiclally inert and the only injury possible would be   

    mechanical abrasion with eye contact. 

            

 

SECTION 4:  EMERGENCY AND FIRST AID PROCEDURES 

 

INHALATION:   Move subject to fresh air 

EYE OR SKIN CONTACT:  Wash skin with soap and water. Flush eyes with water for at least 5 minutes. If  

    irritation is present or persits consult a physician. Eye injury would be from corneal  

    abraison.  

SECTION 5: REACTIVITY DATA 

 

STABILITY:    Stable, Hazardous polymerization will not occur 

 

SECTION 6: SPILL OR LEAK PROCEDURE 

 

WASTE DISPOAL METHOD:  Sweep up spilled material, dispose of waste in accordance with State and Federal 

regualtions 

 

SECTION 7:  SPECIAL PROTECTION AND HANDLING INFORMATION  

 

VENTALATION:   Normal room ventilation 

RESPIRATRORY PROTECTION: Dust mask recommended 

PROTECTIVE GLOVES:  None required 

EYE PROTECTION:  Splash goggles 9 ANSI 287.1,19680 should be worn 


